
TECHNICAL DATA SHEET

FILTER FAN

Energy-efficient filter fans
IP54 protection class in the standard version
    (IP55 available on request)
Tool-free installation 
Tool-free connection via spring clamp
Suitable for indoor and outdoor applications VE
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TECHNICAL DATA

STATUS: 10|2025

The information on this datasheet contains descriptions and performance characteristics that may not always apply in the specific use case described or may change due 
to product development. The desired performance characteristics are only binding if expressly agreed upon at the time of contract conclusion. The mentioned technical 
data has been determined under laboratory conditions according to generally accepted testing procedures. Only to this extent are properties assured. The examination 
of suitability for the intended purpose or use under operating conditions lies with the customer. We do not provide any warranty for this. Errors, availability, and technical 
changes are subject to change without notice.
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Art.- No. Colour Voltage / 
Frequency

Cut out 
Dimensions

Air flow
unimpeded

Operating 
Temperature

Dimensions
(A x B x C)

904000
905000

Light Gray (RAL 7035)
Black (RAL 9005) 230V ~ 50/60 Hz 92x92mm 21 / 23m³/hr -10°C - +60°C

-40°C - +60°C 115,5x115,5x80,6mm

904001
905001

Light Gray (RAL 7035)
Black (RAL 9005) 120V ~ 50/60 Hz 92x92mm 21 / 23m³/hr

24 / 26m³/hr
-10°C - +60°C
-40°C - +60°C 115,5x115,5x80,6mm

904002
905002

Light Gray (RAL 7035)
Black (RAL 9005) 24V DC 92x92mm 21m³/hr -10°C - +60°C

-40°C - +60°C 115,5x115,5x80,6mm

904003
905003

Light Gray (RAL 7035)
Black (RAL 9005) 100-240V ~ 50/60 Hz 124x124mm 68m³/hr -10°C - +60°C

-40°C - +60°C 147,5x147,5x82,6mm

904004
905004

Light Gray (RAL 7035)
Black (RAL 9005) 230V ~ 50/60 Hz 124x124mm 44 / 47m³/hr

52 / 60m³/hr
-10°C - +60°C
-40°C - +60°C 147,5x147,5x82,6mm

904005
905005

Light Gray (RAL 7035)
Black (RAL 9005) 120V ~ 50/60 Hz 124x124mm 44 / 47m³/hr -10°C - +60°C

-40°C - +60°C 147,5x147,5x82,6mm

904006
905006

Light Gray (RAL 7035)
Black (RAL 9005) 24V DC 124x124mm 59m³/hr -10°C - +60°C

-40°C - +60°C 147,5x147,5x82,6mm

904007
905007

Light Gray (RAL 7035)
Black (RAL 9005) 100-240V ~ 50/60 Hz 177x177mm 143m³/hr -10°C - +60°C

-40°C - +60°C 204,5x204,5x98,7mm

904008
905008

Light Gray (RAL 7035)
Black (RAL 9005) 230V ~ 50/60 Hz 177x177mm 79 / 91m³/hr -10°C - +60°C

-40°C - +60°C 204,5x204,5x98,7mm

904009
905009

Light Gray (RAL 7035)
Black (RAL 9005) 120V ~ 50/60 Hz 177x177mm 79m³/hr -10°C - +60°C

-40°C - +60°C 204,5x204,5x98,7mm

904010
905010

Light Gray (RAL 7035)
Black (RAL 9005) 24V DC 177x177mm 130m³/hr -10°C - +60°C

-40°C - +60°C 204,5x204,5x98,7mm

904011
905011

Light Gray (RAL 7035)
Black (RAL 9005) 100-240V ~ 50/60 Hz 224x224mm 190m³/hr -10°C - +60°C

-40°C - +60°C 255,4x255,5x112,5mm

904012
905012

Light Gray (RAL 7035)
Black (RAL 9005) 230V ~ 50/60 Hz 224x224mm 235 / 264m³/hr -10°C - +60°C

-40°C - +60°C 255,4x255,5x112,5mm

904013
905013

Light Gray (RAL 7035)
Black (RAL 9005) 120V ~ 50/60 Hz 224x224mm 235 / 264m³/hr -10°C - +60°C

-40°C - +60°C 255,4x255,5x112,5mm

904014
905014

Light Gray (RAL 7035)
Black (RAL 9005) 24V DC 224x224mm 264m³/hr -10°C - +60°C

-40°C - +60°C 255,4x255,5x112,5mm

904015
905015

Light Gray (RAL 7035)
Black (RAL 9005) 230V ~ 50/60 Hz 292x292mm 810 / 851m³/hr -10°C - +60°C

-40°C - +60°C 325,5x325,5x165,2mm

904016
905016

Light Gray (RAL 7035)
Black (RAL 9005) 120V ~ 50/60 Hz 292x292mm 810 / 851m³/hr -10°C - +60°C

-40°C - +60°C 325,5x325,5x165,2mm

904017
905017

Light Gray (RAL 7035)
Black (RAL 9005) 400/460V 3~ @50/60 Hz 292x292mm 563 / 643m³/hr -10°C - +60°C

-40°C - +60°C 325,5x325,5x165,2mm
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TECHNICAL DRAWING
(SPEZIFICATION IN MM)

WIRING DIAGRAM

Art.-No. Designation Picture

900805 - 900806 Water jet/splash guard IP56 
Stainless steel AISI 304 (V2A)

900810 - 900814 Water jet/splash guard IP56 
Sheet steel, powder-coated (RAL 7035)

910003 - 910005 Fix Thermostats - Normally Open

910008 Adjustable thermostat - Normally Open

ACCESSORIES

For 904000-904014 / 905000-905015 For 904015-904017 / 905015-905017


